
Users Guide Release 3 Changes

Section Description ICCR/CCR
Sig page and preface New code 586
1.3.5.1 Data Capture Third bullet - change Set Capture

Source to View/Edit
2.6 Navigating the LPS
GUI

replace Main screen

2.7 Status and Error
Message Displays

Note that a message can be added to
the LPS Journal and add section
2.7.3 with the procedure

CCR 960122

2.8 Shutting Down LPS Revise 3.b directions
3.2 Managing Automatic
Data Capture

Note that Station of Origin is
defaulted automatically to EDC for
automatic capture

CCR 980249

3.2.7 Verifying that
Automatic Data Capture is
active

new description

3.3  Manual Data Capture Change Svitzbergen to Svalbard
3.3.1 Starting Data
Capture

new GUI name; procedure step 4
changed with extra step inserted in 5,
and comment about capture stopping
after 14 minutes deleted

ICCR I970312

3.3.2 Stopping Data
Capture

new GUI name, figure dialog needs
to be verified

4.3 Stop Copy to Tape toggle removed
4.5 Stop Restage toggle removed
4.7 Delete Raw Data Files GUI name
5.2 Automatic L0R
Processing Management

toggle removed

5.3.1 Starting L0R
Processing

GUI name change - Level 0R now
L0R; add note that entries are in
descending order by contact sequence
ID

ICCR I970311

5.3.2 Stopping L0R
Processing

GUI name change - Level 0R now
L0R

5.5.1 Viewing or Editing
L0R Parameters

GUI name change - Level 0R now
L0R; note that parameters are only
propagated from the Test instance;
correct XOPTIONS note; add no
propagating during L0R processing

CCR 960123

Table 5-1 IAS Parameter File Name; LPS
Software Version Number – refer to
format of parameter in Table 5-3;
PCD fill parameter now obsolete

CCRs 970206,
970213, and 970185

Table 5-2 IAS Parameter File Name CCR 970206
Table 5-3 LPS Software Version Number,

remove PCD fill pattern
CCRs 970213,
970185

5.5.3 Propagating
Parameters to Other
Strings

GUI name change - Level 0R now
L0R; note no propagating when L0R
processing is going on for target
strings

CCR 960123



5.6.1 GUI name change - Level 0R now
L0R

6.4.1 Checking whether
DDN server is active

Revised

6.5.1 Checking whether
EDC DAAC has been
notified

Example revised

6.5.2 Checking whether
EDC DAAC has
transferred the files

Example step 5 path name changes

7.2 LPS Q&A Report Reformatted to bullet format; add
imagery time code errors and number
of CRC errors

ICCRs I970225,
I970233, I970282

Figure 7-1 new screen ICCR 970259
Figure 7-2 new screen ICCR I970225,

I970233
7.3 LPS Periodic Quality
and Accounting

new section with new screens 970193

7.4 File Transfer
Summary Report

new text and screen CCR 970239; ICCR
I970252

8. Testing the LPS Add new paragraphs about no
rollback option

9.4 Purging the LPS
Journal

Correct information ICCR I970368

Section 10 - whole section
revision

new figures for most screens and
probably new figure numbers; also
new GUI menu names for many
items

CCRs 960122,
970143, 980249

Table 10-1 Change stop time to duration; add
station of origin

ICCR I970312; CCR
980249

10.3.1 Start Capture Remove Table 10-2 reference
10.4 Reports Menu Mention Print ability ICCR I970225
Appendix B.2 Output File
Directory Structure

Give format CCR 960126

B.6 Message File Name
Formats

Authentication message format
supplied

Table D-2 Remove
LPS_CAPTURE_PROCESSOR

CCR 970244

E.3.1 Starting Data
Capture from IRIX Shell

Add station of origin CCR 980249

Appendix G DES
Changes

New appendix added CCR 970243

Index appropriate changes


